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1
ERASABLE PROGRAMMABLE
SINGLE-PLOY NONVOLATILE MEMORY

This is a continuation-in-part application of co-pending
U.S. application Ser. No. 13/415,185, filed Mar. 8, 2012, the
subject matter of which is incorporated herein by reference.

FIELD OF THE INVENTION

The present invention relates to a nonvolatile memory, and
more particularly to an erasable programmable single-poly
nonvolatile memory.

BACKGROUND OF THE INVENTION

FIG. 1 is a schematic cross-sectional view illustrating a
conventional programmable dual-poly nonvolatile memory.
The programmable dual-poly nonvolatile memory is also
referred as a floating-gate transistor. As shown in FIG. 1, this
nonvolatile memory comprises two stacked and separated
gates. The upper gate is a control gate 12, which is connected
to a control line C. The lower gate is a floating gate 14. In
addition, an n-type doped source region and an n-type doped
drain region are constructed in a P-substrate. The n-type
doped source region is connected to a source line S. The
n-type doped drain region is connected to a drain line D.

In a case that the nonvolatile memory is in a programmed
state, a high voltage (e.g. +16V) is provided by the drain line
D, a ground voltage is provided by the source line S, and a
control voltage (e.g. +25V) is provided by the control line C.
Consequently, during the electrons are transmitted from the
source line S to the drain line D through an n-channel region,
the hot carriers (e.g. hot electrons) are attracted by the control
voltage on the control gate 12 and injected into the floating
gate 14. Under this circumstance, a great number of carriers
are accumulated in the floating gate 14. Consequently, the
programmed state may be considered as a first storage state
(e.g. “0”).

In a case that the nonvolatile memory is in a non-pro-
grammed state, no carrier is injected into the floating gate 14,
and thus the non-programmed state may be considered as a
second storage state (e.g. “17).

In other words, the characteristic curves of the drain cur-
rent (id) and the gate-source voltage (Vgs) (i.e. an id-Vgs
characteristic curve) in the first storage state and the id-Vgs
characteristic curve in the second storage state are distin-
guished. Consequently, the storage state of the floating-gate
transistor may be realized according to the variation of the
id-Vgs characteristic curve.

However, since the floating gate 14 and the control gate 12
of the programmable dual-poly nonvolatile memory should
be separately produced, the process of fabricating the pro-
grammable dual-poly nonvolatile memory needs more steps
and is incompatible with the standard CMOS manufacturing
process.

U.S. Pat. No. 6,678,190 discloses a programmable single-
poly nonvolatile memory. FIG. 2A is a schematic cross-sec-
tional view illustrating a conventional programmable single-
poly nonvolatile memory disclosed in U.S. Pat. No. 6,678,
190. FIG. 2B is a schematic top view illustrating the
conventional programmable single-poly nonvolatile memory
of FIG. 2A. FIG. 2C is aschematic circuit diagram illustrating
the conventional programmable single-poly nonvolatile
memory of FIG. 2A.

Please refer to FIGS. 2A-2C. The conventional program-
mable single-poly nonvolatile memory comprises two seri-
ally-connected p-type metal-oxide semiconductor (PMOS)
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transistors. The first PMOS transistor is used as a select tran-
sistor, and a select gate 24 of the first PMOS transistor is
connected to a select gate voltage V. A first source/drain
region 21 is connected to a source line voltage V ;. Moreover,
a second source/drain region 22 may be considered as a
combination of a p-type drain region of the first PMOS tran-
sistor and a p-type source region of the second PMOS tran-
sistor. A floating gate 26 is disposed over the second PMOS
transistor. A third source/drain region 23 ofthe second PMOS
transistor is connected to a bit line voltage V,. Moreover,
these PMOS transistors are constructed in an N-well region
(NW). The N-well region is connected to an N-well voltage
Vp-

By properly controlling the select gate voltage Vg, the
source line voltage V;, the bit line voltage Vg, and the
N-well voltage V 55 the conventional programmable single-
poly nonvolatile memory may be operated in a programmed
state or a read state.

Since the two PMOS transistors of the conventional pro-
grammable single-poly nonvolatile memory have respective
gates 24 and 26, the process of fabricating the conventional
programmable single-poly nonvolatile memory is compatible
with the standard CMOS manufacturing process.

As described in FIGS. 1 and 2, the nonvolatile memory is
programmable. The electrical property of the nonvolatile
memory is only utilized to inject a great number of hot carri-
ers to the floating gate. However, the electrical property fails
to be utilized to remove the carriers from the floating gate.
That is, for achieving the data-erasing function, the carriers
stored in the floating gate may be removed from the floating
gate by exposing ultraviolet (UV) light to the nonvolatile
memory. These nonvolatile memories are named as one time
programming (OTP) memories.

Therefore, for multi-times programming (MTP) memories
design, there is aneed of providing an erasable programmable
single-poly nonvolatile memory.

SUMMARY OF THE INVENTION

The present invention provides an erasable programmable
single-poly nonvolatile memory in order to obviate the draw-
backs encountered from the prior art.

The present invention provides an erasable programmable
single-poly nonvolatile memory, comprising: An erasable
programmable single-poly nonvolatile memory, comprising:
a substrate structure; a first PMOS transistor comprising a
select gate, a first source/drain region, and a second source/
drain region, wherein the select gate is connected to a select
gate voltage, and the first source/drain region is connected to
a source line voltage; a second PMOS transistor comprising
the second source/drain region, a third source/drain region,
and a floating gate, wherein the third source/drain region is
connected to a bit line voltage and the first source/drain
region, the second source/drain region, and the third source/
drain region are constructed in a N-well region; and an erase
gate region adjacent to the floating gate, wherein the erase
gate region comprises a n-type source/drain region connected
to an erase line voltage and a P-well region; wherein the
N-well region and the P-well region are formed in the sub-
strate structure.

Numerous objects, features and advantages of the present
invention will be readily apparent upon a reading of the fol-
lowing detailed description of embodiments of the present
invention when taken in conjunction with the accompanying
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drawings. However, the drawings employed herein are for the
purpose of descriptions and should not be regarded as limit-
ing.

BRIEF DESCRIPTION OF THE DRAWINGS

The above objects and advantages of the present invention
will become more readily apparent to those ordinarily skilled
in the art after reviewing the following detailed description
and accompanying drawings, in which:

FIG. 1 (prior art) is a schematic cross-sectional view illus-
trating a conventional programmable dual-poly nonvolatile
memory;

FIG. 2A (prior art) is a schematic cross-sectional view
illustrating a conventional programmable single-poly non-
volatile memory disclosed in U.S. Pat. No. 6,678,190,

FIG. 2B (prior art) is a schematic top view illustrating the
conventional programmable single-poly nonvolatile memory
of FIG. 2A;

FIG. 2C (prior art) is a schematic circuit diagram illustrat-
ing the conventional programmable single-poly nonvolatile
memory of FIG. 2A;

FIGS. 3A~3D schematically illustrate an erasable pro-
grammable single-poly nonvolatile memory according to a
first embodiment of the present invention;

FIGS. 4~6 schematically illustrate different substrate
structures and P-well region (PW) applied to the first embodi-
ment of the present invention;

FIGS. 7A~7C schematically illustrate an erasable pro-
grammable single-poly nonvolatile memory according to a
second embodiment of the present invention;

FIGS. 8~9 schematically illustrate different substrate
structures and P-well region (PW) applied to the second
embodiment of the present invention; and

FIG. 10 shows two voltage biasing methods in erased state.

FIGS. 11A~11C schematically and respectively illustrate
the bias voltages of the erasable programmable single-poly
nonvolatile memory shown in FIG. 3A in a programmed state,
an erased state and a read state according to the present
invention.

DETAILED DESCRIPTION OF PREFERRED
EMBODIMENTS

FIGS. 3A~3D schematically illustrate an erasable pro-
grammable single-poly nonvolatile memory according to a
first embodiment of the present invention. FIG. 3A is a sche-
matic top view illustrating the erasable programmable single-
poly nonvolatile memory according to the first embodiment
of the present invention. FIG. 3B is a schematic cross-sec-
tional view illustrating the erasable programmable single-
poly nonvolatile memory of FIG. 3A and taken along a first
direction (al-a2). FIG. 3C is a schematic cross-sectional view
illustrating the erasable programmable single-poly nonvola-
tile memory of FIG. 3A and taken along a second direction
(b1-b2).

FIG. 3D is a schematic equivalent circuit diagram of the
erasable programmable single-poly nonvolatile memory
according to the first embodiment of the present invention.

As shown in FIGS. 3A and 3B, the erasable programmable
single-poly nonvolatile memory ofthe first embodiment com-
prises two serially-connected p-type metal-oxide semicon-
ductor (PMOS) transistors. These two PMOS transistors are
constructed in an N-well region (NW). Three source/drain
regions 31, 32 and 33 are formed in the N-well region (NW).
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In addition, two polysilicon gates 34 and 36 are spanned over
the areas between the three source/drain regions 31, 32 and
33.

The first PMOS transistor is used as a select transistor, and
the polysilicon gate 34 (also referred as a select gate) of the
first PMOS transistor is connected to a select gate voltage
Vs The first source/drain region 31 is a p-type source region
and connected to a source line voltage V;. The second
source/drain region 32 is a p-type drain region, which may be
considered as a combination of the p-type drain region of the
first PMOS transistor and a p-type source region of the second
PMOS transistor. The polysilicon gate 36 (also referred as a
floating gate) is disposed over the second PMOS transistor.
The third source/drain region 33 is a p-type drain region of the
second PMOS transistor and connected to a bit line voltage
V5. Moreover, the N-well region (NW) is connected to an
N-well voltage V5~

Generally, during the ion implantation processes of form-
ing the source/drain regions 31, 32 and 33, the floating gate 36
and the select gate 34 are used as the implantation mask
layers. Consequently, the floating gate 36 and the select gate
34 over the N-well region (NW) are p-type gates.

As shown in FIGS. 3A and 3C, the erasable programmable
single-poly nonvolatile memory ofthe first embodiment com-
prises an n-type metal-oxide semiconductor NMOS) transis-
tor or a combination of the floating gate 36 and an erase gate
region 35. The NMOS transistor is constructed in a P-well
region (PW). An n-type source/drain region 38 is formed in
the P-well region (PW). In other words, the erase gate region
35 includes the P-well region (PW) and the n-type source/
drain regions 38.

As shown in FIG. 3A, the floating gate 36 is extended to
and is adjacent to the erase gate region 35. Moreover, the
n-type source/drain region 38 may be considered as a com-
bination of an n-type source region and an n-type drain region
of the NMOS transistor and the floating gate 36 may be
considered as a gate of the NMOS transistor. The n-type
source/drain region 38 is connected to an erase line voltage
V. In addition, the P-well region (PW) is connected to a
P-well voltage V ;. As shown in FIG. 3C, an isolation struc-
ture 39 is formed between the P-well region (PW) and the
N-well region (NW). For example, the isolation structure 39
is a shallow trench isolation (STI) structure.

During the ion implantation process of forming the n-type
source/drain region 38, the floating gate 36 is used as the
implantation mask layer. Consequently, the floating gate 36
over the erase gate region 35 is an n-type gate.

FIGS. 11A~11C schematically and respectively illustrate
the bias voltages of the erasable programmable single-poly
nonvolatile memory shown in FIG. 3A in a programmed state,
an erased state and a read state according to the present
invention.

Please refer to FIG. 11A. In the programmed state, each of
the bit line voltage Vg, the erase line voltage V; and the
P-well voltage V ,,.is equal to a ground voltage (0V) Whereas
each of the N-well voltage V- and the source line voltage
Vs, is equal to a first positive voltage V,,,. The first positive
voltageV,,, is in the range between +3.0V and +7.5V. Ina case
that the hot carriers (e.g. electrons) are transmitted through a
channel region corresponding to the floating gate 36, the hot
carriers are injected into the floating gate 36. Obviously,
according to the present invention, the control gate used in the
conventional nonvolatile memory for controlling the injec-
tion of the hot carriers into the floating gate may be omitted.
In addition, the operating principles of the nonvolatile
memory of the present invention in the programmed state are
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similar to those of the conventional nonvolatile memory (see
disclosed in U.S Pat. No. 6678190), and are not redundantly
described herein.

Please refer to FIG. 11 B. In the erased state, each of the bit
line voltage V5, the source line voltage V; the N-well volt-
age V,5-and the P-well voltage V- is equal to the ground
voltage (0V) Whereas, the erase line voltage V; is equalto a
second positive voltage V . The second positive voltage V
is inthe range between +6.5V and +18V. As shown in FIG. 4B
if the erase line voltage V; is equal to the second positive
voltage V. the storage carriers (e.g. electrons) are removed
from the floating gate 36 and discharged out ofthe nonvolatile
memory through the n-type doped region 38. Consequently,
after the erased state, no carrier is stored in the floating gate
36.

Please refer to FIG. 11 C. In the read state, the bit line
voltage Vz; is equal to ground voltage (0V), the source line
voltage Vg, is equal to 1.8V, the N-well voltage V ;- is equal
to 1.8V the erase line voltage V; is equal to ground voltage
(0V), and the P-well voltage V,,, is equal to the ground volt-
age (OV). Depending on whether the hot carriers are stored in
the floating gate 36 different magnitudes of the read current I
are acquired. That is, in the read state, the storage state of the
nonvolatile memory may be realized according to the read
current I. For example in the first storage state (e.g. “0”
state),the read current I is higher than SpA. In the second
storage state (e.g. “1” state), the read current I is lower than
0.1p A. Furthermore the above mentioned bias voltages
maybe need not be limited to the fixed voltages. For example,
thebitline voltage V; can be in the ranee between 0V t0 0.5V
the source line voltage V;; and the N-well voltage V,;-can be
in the ranee between V ,, and V , ,, and the erase line voltage
Vg can be in the ranee between OV and V,,,, wherein the
V pp1s the core device voltage of the nonvolatile memory and
the V5, 1s lo device voltage of the nonvolatile memory.

Furthermore, different substrate structures and P-well
region (PW) applied to the first embodiment of the present
invention will be illustrated in more details as follows. As
shown in FIG. 4, the substrate structure is a P-substrate.

The N-well region (NW) and the P-well region (PW) of the
first embodiment are formed in the P-substrate. The P-well
region (PW) further comprises a first p-type region (p1), two
second p-type regions (p2), and a third p-type region (p3). The
dosage in the second p-type region (p2) is higher than or equal
to the dosage in the first p-type region (p1). Also, the dosage
in the third p-type region (p3) is higher than or equal to the
dosage in the first p-type region (p1).

In addition, the first p-type region (p1) is formed under the
surface of the P-substrate and contacted to the n-type source/
drain region 38; and the third p-type region (p3) is formed
under the first p-type region (p1). Furthermore, the first p-type
region (pl) and the third p-type region (p3) are located
between the two second p-type regions (p2), which are
formed under the two isolation structures 39.

According to FIG. 4 of the present invention, the junction
breakdown voltage between the n-type source/drain region 38
and the first p-type region (p1) is increased and thus the erase
efficiency of the erasable programmable single-poly nonvola-
tile memory is improved.

As shown in FIG. 5, the substrate structure includes a deep
N-well region (DNW) and a P-substrate. The deep N-well
region (DNW) is formed in the P-substrate and the deep
N-well region (DNW) is connected to a deep N-well voltage
Vonm

The N-well region (NW) and the P-well region (PW) of the
first embodiment are formed in the deep N-well region
(DNW) of the substrate structure. The P-well region (PW)
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further comprises a first p-type region (p1), two second p-type
regions (p2), and a third p-type region (p3). The dosage in the
second p-type region (p2) is higher than or equal to the dosage
in the first p-type region (p1). Also, the dosage in the third
p-type region (p3) is higher than or equal to the dosage in the
first p-type region (p1).

In addition, the first p-type region (pl) is formed under the
surface of the substrate structure and contacted to the n-type
source/drain region 38; and the third p-type region (p3) is
formed under the first p-type region (pl). Furthermore, the
first p-type region (pl) and the third p-type region (p3) are
located between the two second p-type regions (p2), which
are formed under the two isolation structures 39.

According to FIG. 5 of the present invention, the junction
breakdown voltage between the n-type source/drain region 38
and the first p-type region (p1) is increased and thus the erase
efficiency of the erasable programmable single-poly nonvola-
tile memory is improved. Furthermore, the two second p-type
regions (p2) are capable of improving the lateral punch
through effect between the n-type source/drain region 38 and
the N-well region (NW); and the third p-type region (p3) is
capable of improving the vertical punch through effect
between the n-type source/drain region 38 and the deep
N-well region (DNW), especially in the high temperature
environment.

As shown in FIG. 6, the substrate structure includes a
fourth p-type region (p4), an n-type barrier layer (NBL, i.e. a
second n-type region), and a P-substrate. The n-type barrier
layer (NBL) is formed in the P-substrate, and the fourth
p-typeregion (p4) is formed above and contacted to the n-type
barrier layer (NBL).

The N-well region (NW) and the P-well region (PW) of the
first embodiment are formed in the fourth p-type region (p4)
of the substrate structure. The P-well region (PW) further
comprises a first p-type region (pl), two second p-type
regions (p2), and a third p-type region (p3). The dosage in the
second p-type region (p2) is higher than or equal to the dosage
in the first p-type region (p1). Also, the dosage in the third
p-type region (p3) is higher than or equal to the dosage in the
first p-type region (p1). In addition, the dosage in the fourth
p-typeregion (p4) is equal to the dosage in the P-substrate. Or,
the dosage in the fourth p-type region (p4) is higher than or
equal to the dosage in the third p-type region (p3) and the
dosage in the fourth p-type region (p4) is lower than or equal
to the dosage in the second p-type region (p2).

In addition, the first p-type region (pl) is formed under the
surface of the substrate structure and contacted to the n-type
source/drain region 38; and the third p-type region (p3) is
formed under the first p-type region (pl). Furthermore, the
first p-type region (pl) and the third p-type region (p3) are
located between the two second p-type regions (p2), which
are formed under the two isolation structures 39.

According to FIG. 6 of the present invention, the junction
breakdown voltage between the n-type source/drain region 38
and the first p-type region (p1) is increased and thus the erase
efficiency of the erasable programmable single-poly nonvola-
tile memory is improved. Furthermore, the second p-type
regions (p2) are capable of improving the lateral punch
through effect between the n-type source/drain region 38 and
the N-well region (NW) at higher temperature; and the third
p-type region (p3) is capable of improving the vertical punch
through effect between the n-type source/drain region 38 and
the n-type barrier layer (NBL) at higher temperature. Also,
the N-well region (NW) of the first embodiment is isolated by
the fourth p-type region (p4) and the P-well region (PW), thus
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the independent bias voltage is capable of reducing the volt-
age stress between the floating gate 36 and the N-well region
(NW).

FIGS. 7A~7C schematically illustrate an erasable pro-
grammable single-poly nonvolatile memory according to a
second embodiment of the present invention. FIG. 7A is a
schematic top view illustrating the erasable programmable
single-poly nonvolatile memory according to the second
embodiment of the present invention. FIG. 7B is a schematic
cross-sectional view illustrating the erasable programmable
single-poly nonvolatile memory of FIG. 7A and taken along
the second direction (b1-b2). FIG. 7C is a schematic equiva-
lent circuit diagram of the erasable programmable single-
poly nonvolatile memory according to the second embodi-
ment of the present invention. The cross-sectional view of the
erasable programmable single-poly nonvolatile memory of
this embodiment along the first direction (al-a2) is similar to
that of the first embodiment, and is not redundantly shown.

As shown in FIG. 7A, the erasable programmable single-
poly nonvolatile memory of the second embodiment com-
prises two serially-connected p-type metal-oxide semicon-
ductor (PMOS) transistors. These two PMOS transistors are
constructed in an N-well region (NW). Three source/drain
regions 31, 32 and 33 are formed in the N-well region (NW).
In addition, two polysilicon gates 34 and 36 are spanned over
the areas between the three source/drain regions 31, 32 and
33.

The first PMOS transistor is used as a select transistor, and
the polysilicon gate 34 (also referred as a select gate) of the
first PMOS transistor is connected to a select gate voltage
Vs The first source/drain region 31 is a p-type source region
and connected to a source line voltage V. The second
source/drain region 32 is a p-type drain region, which may be
considered as a combination of the p-type drain region of the
first PMOS transistor and a p-type source region of the second
PMOS transistor. The polysilicon gate 36 (also referred as a
floating gate) is disposed over the second PMOS transistor.
The third source/drain region 33 is a p-type drain region of the
second PMOS transistor and connected to a bit line voltage
V. Moreover, the N-well region (NW) is connected to an
N-well voltage V5~

As shown in FIGS. 7A and 7B, the erasable programmable
single-poly nonvolatile memory of the second embodiment
comprises an n-type metal-oxide semiconductor (NMOS)
transistor constructed in a P-well region (PW). The NMOS
transistor also can be seen as a combination of the floating
gate 36 and an erase gate region 95. In other words, the erase
gate region 95 includes the P-well region (PW), the n-type
source/drain regions 92 and a double diffused drain (DDD)
region 94 (i.e. a first n-type region (nl)). In addition, the
n-type source/drain region 92 and the double diffused drain
(DDD) region 94 are formed in the P-well region (PW). The
n-type source/drain region 92 is formed in the double diffused
drain (DDD) region 94. In addition, after manufacturing the
DDD region 94, the defined mask pattern of manufacturing
DDD region 94 is able to be used for etching the gate oxide
above the erase gate region 95. That is to say, thickness of the
gate oxide above the erase gate region 95 is thinner than the
gate oxide under the floating gate 36. In this way, the erase
line voltage V; can be smaller in the typical erased state.

As shown in FIG. 7A, the floating gate 36 is extended to
and is adjacent to the erase gate region 95. Moreover, the
double diffused drain (DDD) region 94 and the n-type source/
drain region 92 may be considered as a combination of an
n-type source region and an n-type drain region. The P-well
region (PW) is connected to a P-well voltage V 5. As shown
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in FIG. 7B, an isolation structure 39 is formed between the
P-well region (PW) and the N-well region (NW).

Furthermore, different substrate structures and P-well
region (PW) applied to the second embodiment of the present
invention will be illustrated in more details as follows. As
shown in FIG. 8, the substrate structure includes a deep
N-well region (DNW), and a P-substrate. The deep N-well
region (DNW) is formed in the P-substrate and the deep
N-well region (DNW) is connected to a deep N-well voltage
Vo

The N-well region (NW) and the P-well region (PW) of the
second embodiment are formed in the substrate structure.
Furthermore, the P-well region (PW) further comprises a first
p-type region (pl), two second p-type regions (p2), and a third
p-type region (p3). The dosage in the second p-type regions
(p2) is higher than or equal to the dosage in the first p-type
region (p1). The dosage in the third p-type region (p3) is
higher than or equal to the dosage in the first p-type region
(p1). The dosage in the N-well region (NW) is higher than or
equal to the dosage in the double diffused drain (DDD) region
94. Also, the dosage in the first p-type region (p1) is higher
than or equal to the dosage in the double diffused drain
(DDD) region 94.

In addition, the first p-type region (pl) is formed under the
surface of the substrate structure and contacted to the double
diffused drain (DDD) region 94; and the third p-type region
(p3) is formed under the first p-type region (p1). Furthermore,
the second p-type regions (p2) are formed under the isolation
structures 39 and contacted to the first p-type region (p1) and
the third p-type region (p3).

According to FIG. 8 of the present invention, the junction
breakdown voltage between the double diffused drain (DDD)
region 94 (i.e. the first n-type region (n1)) and the first p-type
region (pl) is increased and thus the erase efficiency of the
erasable programmable single-poly nonvolatile memory is
improved. Furthermore, the second p-type region (p2) is
capable of improving the lateral punch through effect
between the double diffused drain (DDD) region 94 and the
N-well region (NW) at higher temperature; and the third
p-type region (p3) is capable of improving the vertical punch
through effect between the double diffused drain (DDD)
region 94 and the deep N-well region (DN'W) at higher tem-
perature.

As shown in FIG. 9, the substrate structure includes a
fourth p-type region (p4), an n-type barrier layer (NBL, i.e. a
second n-type region), and a P-substrate. The n-type barrier
layer (NBL) is formed in the substrate structure, and the
fourth p-type region (p4) is formed above and contacted to the
n-type barrier layer (NBL).

The N-well region (NW) and the P-well region (PW) of the
second embodiment are formed in the substrate structure.
Furthermore, the P-well region (PW) further comprises a first
p-type region (pl), two second p-type regions (p2), and a third
p-type region (p3). The dosage in the second p-type region
(p2) is higher than or equal to the dosage in the first p-type
region (p1). Also, the dosage in the third p-type region (p3) is
higher than or equal to the dosage in the first p-type region
(p1). In addition, the dosage in the fourth p-type region (p4) is
equal to the dosage in the P-substrate. Or, the dosage in the
fourth p-type region (p4) is higher than or equal to the dosage
in the third p-type region (p3) and the dosage in the fourth
p-type region (p4) is lower than or equal to the dosage in the
second p-type region (p2).

In addition, the first p-type region (pl) is formed under the
surface of the substrate structure and contacted to the double
diffused drain (DDD) region 94 and the third p-type region
(p3) is formed under the first p-type region (p1). Furthermore,
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the second p-type regions (p2) are formed under the isolation
structures 39 and contacted to the first p-type region (p1) and
the third p-type region (p3).

According to FIG. 9 of the present invention, the junction
breakdown voltage between the double diffused drain (DDD)
region 94 (i.e. the first n-type region (n1)) and the first p-type
region (pl) is increased and thus the erase efficiency of the
erasable programmable single-poly nonvolatile memory is
improved. Furthermore, the second p-type region (p2) is
capable of improving the lateral punch through effect
between the double diffused drain (DDD) region 94 and the
N-well region (NW) at higher temperature; and the third
p-type region (p3) is capable of improving the vertical punch
through effect between the double diffused drain (DDD)
region 94 and the n-type barrier layer (NBL) at higher tem-
perature. Also, the N-well region (NW) of the first embodi-
ment is isolated by the fourth p-type region (p4) and the
P-well region (PW), thus the independent bias voltage is
capable of reducing the voltage stress between the floating
gate 36 and the N-well region (NW).

According to the present invention, some biasing voltages
may provide to the first and second embodiment constructed
in the deep N-well region (DNW) of the substrate structure as
shown in FIGS. 5 and 8 in the erased state. FIG. 10 shows two
voltage biasing methods in erased state. As shown in FIG. 10,
when the first method is used in the erased state, the source
line voltage V;; and the bit line voltage is in a range between
0V to a positive voltage V ., the N-well voltage V,;;-and the
word line voltage V5, and the deep N-well voltage V - 15
equal to the positive voltage (V). Whereas, the erase line
voltage V; and the P-well voltage V,,,, is equal to a negative
voltage -V,.. The positive voltage V. is in the range
between +6.5V and +18V and the negative voltage -V __ is in
the range between —6.5V and -18V. In this way, the ejection
of the storage carriers can be achieved by using Fowler-
Nordheim (FN) effect.

As shown in FIG. 10, when the second method is used in
the erased state, the source line voltage V; is floating, and the
bit line voltage is in a ground voltage (0V), and the N-well
voltage V- and the word line voltage V;; and the deep
N-well voltage V 5 is equal to the positive voltage (Vzz).
Whereas, the erase line voltage V; and the P-well voltage
V s 1s equal to a negative voltage -V . The positive voltage
V zris inthe range between +6.5V and +18V and the negative
voltage -V, is in the range between -6.5V and —-18V. In this
way, the ejection of the storage carriers can be achieved by
using Hot Hole (HH) effect, such as, band-to-band hot hole
(BBHH) effect, substrate hot hole (SHH) effect, and drain
avalanche hot hole (DAHH) effect.

From the above description, the erasable programmable
single-poly nonvolatile memory of the present invention is
capable of solving the drawbacks of using ultraviolet light to
remove hot carriers. That is, by providing the erase line volt-
age V,, storage state of the nonvolatile memory of the
present invention is changeable.

While the invention has been described in terms of what is
presently considered to be the most practical and preferred
embodiments, it is to be understood that the invention needs
not be limited to the disclosed embodiment. On the contrary,
it is intended to cover various modifications and similar
arrangements included within the spirit and scope of the
appended claims which are to be accorded with the broadest
interpretation so as to encompass all such modifications and
similar structures.

What is claimed is:

1. An erasable programmable single-poly nonvolatile
memory, comprising:
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a substrate structure;

a first PMOS transistor comprising a select gate, a first
source/drain region, and a second source/drain region,
wherein the select gate is connected to a select gate
voltage, and the first source/drain region is connected to
a source line voltage;

a second PMOS transistor comprising the second source/
drain region, a third source/drain region, and a floating
gate, wherein the third source/drain region is connected
to a bit line voltage and the first source/drain region, the
second source/drain region, and the third source/drain
region are constructed in a N-well region;

an erase gate region adjacent to the floating gate, wherein
the erase gate region comprises a first n-type region
connected to an erase line voltage and a P-well region,
wherein the N-well region and the P-well region are
formed in the substrate structure; and

a first isolation structure and a second isolation structure
formed in the substrate structure, wherein the first iso-
lation structure is located between the N-well region and
the P-well region, and the erase gate region is located
between the first isolation structure and the second iso-
lation structure;

wherein a plurality of electrons are transmitted through a
channel region of the second PMOS transistor to the
floating gate and the electrons are injected into the float-
ing gate in a programmed state; and the electrons are
removed from the floating gate and discharged out of the
erasable programmable single-poly nonvolatile memory
through the first n-type region in an erased state;

wherein the P-well region comprises: a first p-type region
formed under a surface of the substrate structure and
contacted to the first n-type region; a plurality of second
p-type regions formed under the first isolation structure
and the second isolation structure; and a third p-type
region formed under the first p-type region;

wherein the first p-type region and the third p-type region
are located between the second p-type regions, and both
the first p-type region and the third p-type region are
directly contacted to the second p-type regions; and

wherein a dosage in the second p-type regions is higher
than a dosage in the first p-type region, and a dosage in
the third p-type region is higher than or equal to the
dosage in the first p-type region.

2. The erasable programmable single-poly nonvolatile
memory as claimed in claim 1, wherein the first n-type region
comprises a n-type source/drain region and a double diffused
drain region; the n-type source/drain region is connected to
the erase line voltage; and the double diffused drain region is
formed between the n-type source/drain region and the P-well
region.

3. The erasable programmable single-poly nonvolatile
memory as claimed in claim 2, wherein the dosage in the first
p-type region is higher than or equal to a dosage in the double
diffused drain region.

4. The erasable programmable single-poly nonvolatile
memory as claimed in claim 1, wherein the substrate structure
comprises:

a P-substrate; and

a deep N-well region formed in the P-substrate, wherein
the deep N-well region is contacted to the N-well region,
the second p-type regions and the third p-type region,
and the deep N-well region is connected to a deep N-well
voltage.

5. The erasable programmable single-poly nonvolatile

memory as claimed in claim 1, wherein the substrate structure
comprises:
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a P-substrate;

a second n-type region formed in the P-substrate; and

a fourth p-type region formed above and contacted to the
second n-type region, wherein the fourth p-type region is
contacted to the N-well region, the second p-type
regions and the third p-type region.

6. The erasable programmable single-poly nonvolatile
memory as claimed in claim 5, wherein a dosage in the fourth
p-type region is higher than or equal to a dosage in the P-sub-
strate.

7. The erasable programmable single-poly nonvolatile
memory as claimed in claim 5, wherein a dosage in the fourth
p-type region is higher than or equal to the dosage in the third
p-type region, and the dosage in the fourth p-type region is
lower than or equal to the dosage in the second p-type region.

8. The erasable programmable single-poly nonvolatile
memory as claimed in claim 1, wherein the substrate structure
is a P-substrate contacted to the N-well region, the second
p-type regions and the third p-type region.

9. The erasable programmable single-poly nonvolatile
memory as claimed in claim 1, wherein the first n-type region
is a physical combination of an n-type source region and an
n-type drain region of a NMOS transistor and the floating gate
is a gate of the NMOS transistor and the NMOS is constructed
in the P-well region.

10. An erasable programmable single-poly nonvolatile
memory, comprising:

a substrate structure;

a first PMOS transistor comprising a select gate, a first
source/drain region, and a second source/drain region,
wherein the select gate is connected to a select gate
voltage, and the first source/drain region is connected to
a source line voltage;

a second PMOS transistor comprising the second source/
drain region, a third source/drain region, and a floating
gate, wherein the third source/drain region is connected
to a bit line voltage and the first source/drain region, the
second source/drain region, and the third source/drain
region are constructed in a N-well region; and

an erase gate region adjacent to the floating gate, wherein
the erase gate region comprises a first n-type region
connected to an erase line voltage and a P-well region;

wherein a plurality of electrons are transmitted through a
channel region of the second PMOS transistor to the
floating gate and the electrons are injected into the float-
ing gate in a programmed state; and the electrons are
removed from the floating gate and discharged out of the
erasable programmable single-poly nonvolatile memory
through the first n-type region in an erased state;

wherein the first n-type region comprises a physical com-
bination of an n-type source region and an n-type drain
region of a NMOS transistor and the floating gate is a
gate of the NMOS transistor and the NMOS is con-
structed in the P-well region, and the N-well region and
the P-well region are formed in the substrate structure.

11. The erasable programmable single-poly nonvolatile
memory as claimed in claim 10, wherein the first n-type
region comprises the n-type source/drain region and a double
diffused drain region; the n-type source/drain region is con-
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nected to the erase line voltage; and the double diffused drain
region is formed between the n-type source/drain region and
the P-well region.

12. The erasable programmable single-poly nonvolatile
memory as claimed in claim 10, further comprises:

a first isolation structure formed in the substrate structure;

and
a second isolation structure formed in the substrate struc-
ture, wherein the first isolation structure is located
between the N-well region and the P-well region, and the
erase gate region is located between the first isolation
structure and the second isolation structure.
13. The erasable programmable single-poly nonvolatile
memory as claimed in claim 12, wherein the P-well region
comprises: a first p-type region formed under a surface of the
substrate structure and contacted to the first n-type region; a
plurality of second p-type regions formed under the first
isolation structure and the second isolation structure; and a
third p-type region formed under the first p-type region;
wherein the first p-type region and the third p-type region
are located between the second p-type regions, and both
the first p-type region and the third p-type region are
directly contacted to the second p-type regions; and

wherein a dosage in the second p-type regions is higher
than a dosage in the first p-type region, and a dosage in
the third p-type region is higher than or equal to the
dosage in the first p-type region.

14. The erasable programmable single-poly nonvolatile
memory as claimed in claim 13, wherein the substrate struc-
ture comprises:

a P-substrate; and

a deep N-well region formed in the P-substrate, wherein

the deep N-well region is contacted to the N-well region,
the second p-type regions and the third p-type region,
and the deep N-well region is connected to a deep N-well
voltage.

15. The erasable programmable single-poly nonvolatile
memory as claimed in claim 13, wherein the substrate struc-
ture comprises:

a P-substrate;

a second n-type region formed in the P-substrate; and

a fourth p-type region formed above and contacted to the

second n-type region, wherein the fourth p-type region is
contacted to the N-well region, the second p-type
regions and the third p-type region.

16. The erasable programmable single-poly nonvolatile
memory as claimed in claim 15, wherein a dosage in the
fourth p-type region is higher than or equal to a dosage in the
P-substrate.

17. The erasable programmable single-poly nonvolatile
memory as claimed in claim 15, wherein a dosage in the
fourth p-type region is higher than or equal to the dosage in
the third p-type region, and the dosage in the fourth p-type
region is lower than or equal to the dosage in the second
p-type region.

18. The erasable programmable single-poly nonvolatile
memory as claimed in claim 13, wherein the substrate struc-
ture is a P-substrate contacted to the N-well region, the second
p-type regions and the third p-type region.
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